Argonautic 40 Aluminium Offshore Pilot

Motoryacht, Gebrauchtyacht, NL Contact De Valk Sint Annaland

€ 210.000,-

MwsSt. inklusiv

Details

Baujahr: 2006
Erstwasserung: 0

Lange: 11,98 m

Breite: 4,47 mm

Tiefgang: 0.76 m

Gewicht: 11000 kg

Motortyp: lveco NEF jet-drive
Motoranzahl: 2



Kraftstoffart: diesel

PS/kKW: 400/ 294
Betriebsstunden: 135 & 142
Kabinen: 2

Kojen: 6

WC/Nasszelle: 0

Ausstattungen

Beschreibung

Model: ARGONAUTIC 40 ALUMINIUM OFFSHORE PILOT

Type: motor yacht

LOA (m): 11,98

LWL (m): 11,20

Beam (m): 4,47

Draft (m): 0,76

Air draft (m): 5,60

Air draft min (m): 3,20

Headroom (m): 2,00

Year built: 2006

Builder: Alumarine BV

Country: The Netherlands

Designer: Argonautic

Displacement (1): 11

CE norm: B

Hull material: aluminium

Hull colour: Royal Blue (ALW Grip) blue

Hull thickness (mm): 6 (hull) - 8 (arround the welded in waterjets) - 10 (stern)
Hull shape: deep-V

Superstructure material: aluminium

Superstructure (mm): 6 (and Alucore plates arround the Pilothouse)

Deck plate thickness (mm): 6

Rubbing strake: Closed cell PE Foam, covered with hot-sprayed Polyurea
Deck material: aluminium

Deck finish: (White) non-skid paint

Superstructure deck finish: (White - AWL Grip) paint

Cockpit deck finish: (12 mm) teak

Antifouling (year): Partly in 2023. Old layers antifouling should be removed
Dorades: 1 x

Window frame: Custom glassfiber reinforced pultrusion sections, painted black
Window material: Rafa : 3 x harded glass - ISO Tested Light - tinted glass double glazing
Deckhatch: Lewmar

Insulation: (Sprayed) foam

Mast can be lowered: (Aluminium white spray painted antenna mast) hydraulic
Fuel tank (litre): 900 (in centre of boat) aluminium

Level indicator (fuel tank): yes

Fuel daytank (litre): 700 (under front cabin) aluminium

Level indicator (daytank): yes

Freshwater tank (litre): 250 polyethylene

Level indicator (freshwater): yes

Blackwater tank (litre): 50 polyethylene

Level indicator (blackwater): yes

Blackwater tank extraction: (Electric pump) deck extraction + pump

Wheel steering: & hydraulic - Rolls-Royce Kamewa system electric

Inside helm position: Varnished teak Rolls-Royce steering wheel

Emergency tiller: Emergency differential steering with waterjets via backup panel



More info on hull: Only plastic sea cocks & through hull connectors mounted

More info on paintwork: The exterior paintwork needs attention

Extra info: The boat is built with 5083 seawater resistant aluminum

Extra info: Acrosoma 5 cm thick pilothouse roof with PU Isolation

Extra info: Glass in starboad door needs to be replaced with double glazing

The Argonautic 40 Aluminium Offshore Pilot is a unique design & very robustly built, according to Lloyds ‘Special
Service Craft Scantling Rules'. The boat is equipped with lveco engines driven waterjets (with only 140 hours). The
waterjets & the Vector Stick control are an integrated Rolls-Royce Kamewa Steering System. Please contact our office
in Sint Annaland to arrange an appointment to visit this unique & fast motorboat in Noord-Brabant, in the south-west of
the Netherlands.

For more information: ARGONAUTIC 40 ALUMINIUM OFFSHORE PILOT for sale at De Valk Yacht Brokers - Click
here:

Kontakt

Verkdufer: gewerblich

De Valk Sint Annaland
Makler De Valk

Telefon: +31 (0)166601 000

Telefax: +31 (0)166654 267

http://www.devalk.nl
sintannaland@devalk.nl
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